
Breathable Air 
systems

DAD-503

HAF-601

DAD-504

Protect Your 
Health with an 
Air Supplied 
Respirator  
and Filtration
NIOSH Approved  
(TC 19C-0365)–Meets 
OSHA Requirements

Air Vizor™ requires proper air line filtration and carbon monoxide (CO) monitoring to 
complete an approved supplied air respirator. A carbon monoxide (CO) monitor may be 
purchased locally or from ENMET Corp. (734-761-1270). Order form available from DeVilbiss 
upon request.

Breathable Air Filtration

Order No.  
model No. Description

Removes 
Dirt to  
5 micron

Removes  
Liquid  
Water

Removes  
Oil  
Aerosols

Removes  
Humidity 

Removes  
Odor

130089 
DAD-503

3-stage filtration 
with dessicant air 
dryer system

Yes Yes Yes Yes Yes

130087 
HAF-601

3-stage filtration 
system

Yes Yes Yes No Yes

130096 
DAD-504

Desiccant retrofit 
system

Yes, when 
used with 
DAD-500 
or 
HAF-518

Yes, when 
used with 
DAD-500  
or  
HAF-518

Yes, when 
used with 
DAD-500 
or  
HAF-518

Yes, when 
used with 
DAD-500

Yes

Also includes 
½" ball valve  

shutoff for easy 
maintenance

Breathable Air Systems

Order No. 
model No

Belt 
Regulator 
and Hood 
Assembly

Breathable 
Air Hose 
(30')

No. of  
visor 
Covers 
Included

Filtration 
unit 
Included

Filtration  
Description

165013 
MPV-625

Yes No 2 None   —

160019 
MPV-651

Yes Yes 12 DAD-503 3 Stage Filtration with 
Desiccant Air Dryer System

160020 
MPV-652

Yes Yes 12 HAF-601 3 Stage  
Filtration System

160018 
MPV-650

Yes Yes 12 DAD-504 Desiccant  
Retrofit System

Breathable Air Hose
Order No. model No. Description

160015 MPV-530 30' Breathable air hose assembly
160016 MPV-550 50' Breathable air hose assembly
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